P/2407-23 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 


In re Patent Application of 
Armin MARCUS 
Serial No.: 
Filed: 

For: LIGHTING DEVICE 

U.S. Patent and Trademark Office 
P.O. Box 2327 
Arlington, VA 22202 

Attn: Appln. Branch 

AMENDMENT/SUBMISSION 

Prior to examination, please amend the application as follows. 

FEE CALCULATION 

Any additional fee required has been calculated as follows: 
If checked, "Small Entity" status is claimed. 

NO. CLAIMS HIGHEST NO. 

AFTER PREVIOUSLY ADDIT. 


AMENDMENT PAID FOR EXTRA PRESENT 

RATE 

FEE 

TOTAL 24 MINUS 20 * - 4 X 

f$9 SEor$18) $ 

72.00 

INDEP. 2 MINUS 3 ** = OX 

f$42 SEor$84) $ 


FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM X 

($140 SE or $280) $ 


* not less than 20 ** not less than 3 

TOTAL $ 

72.00 


If any additional payment is required, a check which includes the calculated fee of $72.00 
(OFGS Check No. 8329) is attached. 

In the event the actual fee is greater than the payment submitted or is inadvertently not 
enclosed or if any additional fee during the prosecution of this application is not paid, the Patent 
Office is authorized to charge the underpayment to Deposit Account No. 15-0700. 


Date: February 6, 2002 
Group Art Unit: 
Examiner: 
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CONTINGENT EXTENSION REQUEST 


If this communication is filed after the shortened statutory time period had elapsed and no 
separate Petition is enclosed, the Commissioner of Patents and Trademarks is petitioned, under 
37 C.RR. § 1.136(a), to extend the time for filing a response to the outstanding Office Action by 
the number of months which will avoid abandonment under 37 C.RR. § 1.135. The fee under 37 
C.F.R. § 1.17 should be charged to our Deposit Account No. 15-0700. 

AMENDMENTS 

_X_ If checked, amendment(s) to the specification and drawings are submitted herewith. 

1. Specification: 

Please delete the paragraph(s)/section(s) beginning at page 5, line 5, 
and replace such paragraph(s)/section(s) pursuant to 37 C.F.R. § 1.121(b)(ii) with the "clean" 
version attached hereto as Appendix A. Entry is respectfully requested. A version with 
markings to show the changes made pursuant to 37 C.F.R. § 1.121(b)(iii) is attached hereto as 
Appendix B. 

2. Drawings: 

Please amend Fig. la and Fig. 2 as shown in red on the attached copies thereof. 
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REMARKS/ARGUMENT 


This Preliminary Amendment is being submitted to correct typographical errors in the 
specification and in the drawings in order to make the specification and drawings consistent. 


EXPRESS MAIL CERTIFICATE 

I hereby certify that this correspondence is being 
deposited with the United States Postal Service as 
Express Mail to Addressee (mail label # 
EL924372933US) in an envelope addressed to: U.S. 
Patent and Trademark Office, P.O. Box 2327, 
Arlington, VA 22202 on February 6, 2002: 


Dorothy Jenkins 

Name of Person Mailing Correspondence 



February 6, 2002 
Date of Signature 


Respectfully submitted, 



Registration No.: 24,322 

OSTROLENK, FABER, GERB & SOFFEN, LLP 
1 180 Avenue of the Americas 
New York, New York 10036-8403 
Telephone: (212) 382-0700 
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APPENDIX A 

"CLEAN" VERSION OF EACH PARAGRAPH/SECTION/CLAIM 
37 C.F.R. § 1.121(b)(0) AND (c)(i) 

SPECIFICATION: 

Replacement for the paragraph beginning at page 5, line 5: 

In a recess 13 in the first shell 9, which opens into a lens 14 shown, for example, in Fig. 
5, there is situated an LED element 3 which is plugged into the recess. In order to produce 
electrical contact between the LED element 3, the positive conductor 5 (or the negative 
conductor 6) and the central conductor 7, use is made of means not shown here, preferably in the 
form of a contact adhesive material 32 (shown separated from the groove in which it would 
normally be deposited), which is accommodated in a connecting or distributing groove 15 
j provided in the shell 9. The distributing groove 15 in each case ends at stripped regions of the 

| conductors 5-7, which exposes the respective cores 16. 

I 
1 

Replacement for the paragraph beginning at page 5, line 13: 

Fabrication of a lighting device with plastic housings 4 and connecting means according 
to Fig. 2, may be done approximately as follows: the upper shells (first shells 9) of two segments 
1, if possible, are held by an elongate device table, not shown. The continuous positive 
I conductors 5 and negative conductors 6 have their insulation stripped in the necessary areas and, 
j while continuously tensioned, they are inserted into the holders 1 1 belonging to the first shells 9. 
The central conductor 7 is stripped to length and likewise inserted into the associated holders 1 1 . 
The LED elements 3 are also inserted into the recesses 13. Electrical connection is then carried 
out by applying a heat activatable contact adhesive 32 and by activating the contact adhesive, for 
example in a warm oven or by means of local heating devices. The lower shells (second shells 
10) are put onto the upper shells and clipped to the latter. The lighting device, fabricated to this 
extent on the device table, can then be sealed off with a displaceable adhesive metering system, 
the sealing referring to the plastic housing 4 and to the sealing and permanent fixing of the shells 
9 and 10 to each other. In order to supply the adhesive, the second shells 10 can be provided in 
each case with an adhesive feed opening (not shown) and, if necessary, in each case also with a 
venting opening (not shown). 
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APPENDIX B 

VERSION WITH MARKINGS TO SHOW CHANGES MADE 
37 C.F.R. § 1.121(b)(iii) AND (c)(ii) 

SPECIFICATION: 

Paragraph at page 5, line 5 to page 5, line 12: 

In a recess 13 in the first shell 9, which opens into a lens 14 shown, for example, in Fig. 
5, there is situated an LED element 3 which is plugged into the recess. In order to produce 
electrical contact between the LED element 3, the positive conductor 5 (or the negative 
conductor 6) and the central conductor 7, use is made of means not shown here, preferably in the 
form of a contact adhesive material [25] 32 (shown separated from the groove in which it would 
normally be deposited), which is accommodated in a connecting or distributing groove 15 
provided in the shell 9. The distributing groove 15 in each case ends at stripped regions of the 
conductors 5-7, which exposes the respective cores 16. 

Paragraph at page 5, line 13 to page 5, line 26: 

Fabrication of a lighting device with plastic housings 4 and connecting means according 
to Fig> 2, may be done approximately as follows: the upper shells (first shells 9) of two segments 
1, if possible, are held by an elongate device table, not shown. The continuous positive 
conductors 5 and negative conductors 6 have their insulation stripped in the necessary areas and, 
while continuously tensioned, they are inserted into the holders 1 1 belonging to the first shells 9. 
The central conductor 7 is stripped to length and likewise inserted into the associated holders 11. 
The LED elements 3 are also inserted into the recesses 13. Electrical connection is then carried 
out by applying a heat activatable contact adhesive [25] 32 and by activating the contact 
adhesive, for example in a warm oven or by means of local heating devices. The lower shells 
(second shells 10) are put onto the upper shells and clipped to the latter. The lighting device, 
fabricated to this extent on the device table, can then be sealed off with a displaceable adhesive 
metering system, the sealing referring to the plastic housing 4 and to the sealing and permanent 
fixing of the shells 9 and 10 to each other. In order to supply the adhesive, the second shells 10 
can be provided in each case with an adhesive feed opening (not shown) and, if necessary, in 
each case also with a venting opening (not shown). 
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